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OMC-Data-On-Line is a flexible software program not only
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Features:
Easy to read graphical interface
Remote access via web interface (Option)
Access control on various levels, to configure differ-
ent user levels as ‘Administrators’ or ‘view-only’ us-
ers
Customized layout possible
Helideck monitoring according to CAP-437
Complex alarm functions (Option)
Weather and wave forecast functions (Option)
View recent values per location
View summary values per location (min., max., avg.,
count, quantity and std. dev.)
More than 15 graphical functions, like: curve fitting,
standard deviation, moving average, cumulative,
and trend
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OMC-Data-Online is a software package (SCADA / Tele-
metric software system) for visualization, data handling
and control of many kind of installations which are pro-
vided with decentralized intelligence.

Through various available drivers many brands of data
loggers and controllers can communicate with OMC-Data
-Online. Since OMC-Data-OnLine is used and a wide
range of applications, Observator has gained much ex-
perience resulting in many standard overviews and a li-
brary of early all meteorological and other sensors.

All data is stored into a windows open data base and
may be retrieved in trend graphs or in text. Data may be
viewed on any PC connected within a LAN environment
using the OMC-DOL program viewer installed via a stan-
dard network.

When OMC-WebServer is added to OMC-Data-OnLine it
is possible to view your data everywhere where you can
hook up to the internet using a web browser on a PC or
even a PDA. Sharing data with others will become very
easy. Everyonecan access that part of the data they are
allowed to access.
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Weather and Wave Forecast

Together with the Dutch company Meteo Consult we can
integrate the Weather and Wave forecast module within
OMC-Data-Online. This module will calculate the forecast
for your location anywhere in the world. The program will
indicate the forecast for the next five days for all the me-
teorological and wave parameters. This forecast informa-
tion can be very useful to plan your weather and wave
related actions around your platform or windfarm. On re-
quest we will send you a special brochure with more in-
formation about this program.
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System Requirements

. Up to date PC
Minimum of 1Gb Memory
Screen resolution 1024 x 768
Windows 98 or XP
RS-232 or RS-422 input port



